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CartStop Corner Guard

? 
Questions

INSTALLATION INSTRUCTIONS

Tools RequiredComponents

Corner Guard Flange Anchor Kit
CSFA-10-KIT

Pencil

Tape 
Measure VacuumRubber 

Mallet
Straight 

Edge
Hammer Drill with 

1˝ Carbide Bit

Allen Wrench 
Set

Framing 
Square Wire Brush

Dust Pan 
& Brush

Chalk Line

CartStop Shelf Guard 
Stainless

CartStop Corner 
Guard Stainless

CartStop Corner 
Guard Standard

CartStop Shelf 
Guard
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Read Epoxy instructions for 
        recommended curing times.

Hole Diameter
25.4mm (1˝)

Hole Depth
82.6mm (3 1/4˝)

Read Epoxy instructions for 
        recommended curing times.

Hole Diameter
25.4mm (1˝)

Hole Depth
82.6mm (3 1/4˝)

Read Epoxy instructions for 
        recommended curing times.

Hole Diameter
25.4mm (1˝)

Hole Depth
82.6mm (3 1/4˝)
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Alternative Epoxy Option

4

+

+

+

+

+

Hammer 
Drill with 
1˝ diameter  
Carbide Bit

Remove dust and 
debris from holes

Ensure dust and 
debris is removed 
from holes

Metal Sleeve 
Only

Remove plastic anchor and insert stainless steel sleeve into epoxy-filled holes until flange sits flush with the floor
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76 !
Final step for CartStop 

Shelf Guard & Shelf 
Guard Stainless

+

+

Guard will sit about 1/4˝ above the floor when installed

CartStop Corner Guard Stainless 
& Standard legs can adjust 1/4˝ 
in both directions for a snug fit 
inside sleeves
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CartStop Corner Guard
HOLE TEMPLATE POSITIONING GUIDE

Installation instructions are provided for guidance only. The seller assumes no liability regarding improper 
installation or misapplication of its products. It is the installer’s responsibility to check for proper installation 
and, if in doubt, contact McCue Customer Care for assistance. ©2016 McCue Corporation. OCT2016

Placement Template 1 
for CartStopUG75, CartStopSSCG 
CartStopCG and CartStopShelfGuard 
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