Oin CONCRETE - SEE 1A

COVER OPTIONS [omm]
95003 - 6" STAINLESS [155(7)2:21] S /

STEEL COVER, CUT 11.00in

[279mm] T
\98016 - 4" PLASTIC COVER
— e
W/ REFLECTIVE TAPE, CUT B
BASE - SEE 1B
. . 15.00in
[381mm]
4 WASHED - SEE 1C
CONCRETE PIER 2X ¢ 0.41in
[10mm]
CE 102.00in
. 2592mm
©6.63in ©5.25in : ]
[168mm] [133mm] GROUND CONDITIONS
¢2.50in_. -
[64mm]
= * 1a: The concrete is 3000 psi minimum unconfined
— compressive strength, with one layer of #3 (23/8")
H rebar spaced at 12” each way, with 1-1/4" cover at
- bottom. Rebar not shown here.
<D10.00in) 5 1b: The base is Type A Grade 1 crushed limestone
i .00i 254mm d base, ted to 90% of standard t
40.00in 40.00in [ ] 04.00in roa ! ase, compacted to 90% of standard proctor
[1016mm] [1016mm] — [~ density.
[102mm] .
5 1c: The washed sand shall be classified as SP -
36.00in poorly graded sand & be compacted to a density of
[914mm] not less than 90% maximum dry density in accordance
o with AASHTO Method of Test T099.
Ldl e Customer Drawing
3.00in 4 CRASHCORE S15 SIGN
[76mm] 1 i | 24.00in
[610mm]
T ] 42.00in
CONCRETE PIER 11 [1067mm]
a McCue
McCue US
[¥7T4) 741 BE0G
CustomerSarsi@moous. cam
McCue UK
+44 190B-365-511
10.00in HECSerines@@monue. mom
[254mm] MeCue China
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SCALE 1:25 G Tigegdrmomue som
PROPRIETARY-COMFIDENTIAL: This doaumeart sontain: information proprietary to MoCue Corporation. This infarmation is nat to be used inany way, dischosed to others or
regraduced, in whoks o in pacl excopl a5 exprosshy authorzed inowritiw By MeGue Carpesation. Any reproductian af this desumery, inwhole oF in pad, must inelude this nelice.
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