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Loading Door Protector

? 
Questions

INSTALLATION INSTRUCTIONS

Components Tools Required

1/2˝ Drill 
Bit

Pencil or 
Marker

Tape 
Measure

Dust 
Pan

13/16˝ 
Socket

Loading Door Protector
CSLDP-KIT

Anchors (4)
CS-HARDWARE-5830

Hammer 
Drill

Mallet

Impact 
Driver

Flang (2)
CSFHD-10
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1

2 3

1/2in [12.7mm]

1in [25.4mm]

Door Track

Door Frame

4"
Minimum

X2

+ Drill with 1/2" 
Carbide Drill Bit

!
Attention: 

Be sure to check for 
electrical wiring and 

other hazards. Do not 
drill if hazards exist. 
When drilling into a 

steel dock leveler, use 
a bi-metal hole saw 
and lubrication oil.
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5

+ Impact Driver 
with 13/16" Socket
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6

2"
Minimum

X2

! Attention:  Be sure to check for 
electrical wiring and other hazards. 
Do not drill if hazards exist.

7

+ Drill with 1" 
Carbide Drill Bit

+ Mallet
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Installation instructions are provided for guidance only. The seller assumes no liability regarding improper 
installation or misapplication of its products. It is the installer’s responsibility to check for proper installation 
and, if in doubt, contact McCue Customer Care for assistance. ©2017 McCue Corporation. Sep 2017.


