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Shock Absorbing  
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? 
Questions

INSTALLATION INSTRUCTIONS

Tools Required

Components

24mm, 15/16˝ 
Sockets

Impact 
Wrench

Vacuum

Rack 
Guard

Steel Washer & 
Rubber Damper

Concrete  
Anchor (s)

16mm, 5/8"

Marker Tape 
Measure

Drill 
Bit

Rotary 
Hammer

Scan for 
product 

information
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1

32

HT SA Rack Guard Installation

RACK GUARD KIT 5/8" FIXING (1) EPOXY/RESIN (1)

EPOXY GUN

1. PLACE RACK GUARD AND MARK HOLE

  1in
25mm

  2-1/16in
52mm

  3in
75mm

  2 1/4in
57mm

  1in
25mm

3. CLEAN HOLES 4. FILL HOLES W/ EPOXY

2. DRILL HOLE

EPOXY
3/4

OF HOLE

 Hole Diameter
   16mm (5/8in)

Hole Depth
152mm (6.0˝)

3. CLEAN HOLES 4. FILL HOLES W/ EPOXY

2. DRILL HOLE

EPOXY
3/4

OF HOLE

 Hole Diameter
   16mm (5/8in)

Hole Depth
152mm (6.0˝)

+ Rotary Hammer
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6. LET EPOXY CURE 7. TIGHTEN DOWN NUT

NUT

Installation instructions are provided for guidance only. The seller assumes no liability regarding improper 
installation or misapplication of its products. It is the installer’s responsibility to check for proper installation 
and, if in doubt, contact McCue Customer Care for assistance. ©2017 McCue Corporation. May 2023
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8. INSTALL HARDWARE INTO
EXPOXY-FILLED HOLES

+ Impact Wrench


